
FINISHED GRADE

36
" T

O
 4

2"

THREADED NIPPLE

5" STORZ CONNECTION
30 DEGREE FIXED (NON-SWIVEL)
W/ CAP SECURED W/ CHAIN
GUARDIAN MODEL 6625 RAL. (4")
OR MODEL 6628 RAL. (6") OR EQUAL
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2' X 2' X 6" CONC. PAD
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BITUMINOUS COATING
APPLIED TO GALVANIZED

MINIMUM 3/4" (HOT DIP) GALV.
RODS WITH BITUMINOUS COATING
ON BOLTS AND NUTS

TO SYSTEM

DEADMAN RESTRAINT
PER LDSM DETAIL 330 THRUST BLOCKING PER

LDSM DETAIL 327 OR 328

TYPICAL NOTES:

1) - ALL EXPOSED PIPING AND FITTINGS TO BE GALVANIZED
WITH EXCEPTION OF STORZ CONNECTION

2) - 40' MAX. FROM FDC TO FIRE APPARATUS ACCESS (DRIVEWAY)

3) - FOR NFPA 13R SYSTEMS (2 1/2" RISER AND SMALLER) SINGLE FDC

4) - FOR HIGH RISE BUILDINGS USE SIAMESE

5) - AN APPROVED CONNECTION (TAPPING NOT APPROVED)

YARD FIRE DEPARTMENT CONNECTION
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